Results (page 1): (channel and hopping and packet) 



Page 1 of 6 



illllW 

5Cee%tasM; 



. ,.n:,- (Full Service) ^-j:.- (Limited Service, Free) Login 

Search: ® The ACM Digital Library C)The Guide 



' Befhis by Keywords 



Discovered Terms 



Searching within The ACM Digital Library with Advanced Search: (channel and hopping and pac 

new search) 

Found 67 of 1,979 

DcciMcvmiDccADPu Search v° ts Related Journals Related Magazines Related SI 

REFINE YOUR SEARCH Re | ated Conferences 

Results 1 - 20 of 67 Sort by relevance j n ( 

( £ 

Result page: 1 2 ; 

1 Dynam ic tun; ng of ihe IEEE 802 11 pr otoc ol to a v a a • \ a -„ ; \» 

December 2000 I EEE/ ACM Transactions on Networking (TON) volume 
Publisher: IEEE Press 

Full text available: ■gjPd? (381.15 KB) Additional Information: full citation, references, cirec 
Bibliometrics: Downloads (6 Weeks): 44, Downloads (12 Months): 278, Citatio 

Keywords: multiple access protocol (MAC), performance analysis, prot 
wireless LAN (WLAN) 

2 O " N s \ , \ 

^Apurva Kumar, Ra;eev Gupta 

June 2001 SIGMETRICS '01 : Proceedings of the 2001 ACM SIGMETRICS ir 
conference on Measurement and modeling of computer systems 
Publisher: ACM 

Full text available: || Pd? (979.91 KB) Additional Information: full citation, abstract, referer 
Bibliometrics: Downloads (6 Weeks): 8, Downloads (12 Months): 52, Citation ( 

The I EEE 802.1 5 Wireless Personal Area Networks (WPAN) study group 
on evolving a standard for short-range wireless connectivity between lo 
low power devices operating within the personal operating space (POS). 



T Refsne by Peorbe 

Names 

institutions 

Authors 

Reviewers 



■ ReRoe by 
^Rnk.aboo 



T ReRoe by 
Donferencss 



: boeeedi:ig Series 



ADVANCED SEARCH 

Advanced Search 



Found 67 of 1,979 



Keywords: GFSK, ad-hoc networks, bit error rate, bluetooth technolog; 
forward error correction, frequency hopping, throughput 

Also published in: 

June 2001 SIGMETRICS Performance Evaluation Review Volume 29 Issue 1 



■liable flo ws over wireies 

seph, Randy H Katz 



3 N , ^ , N NN , N s , N v , , a N 

March 2002 Wireless Networks Volume s'issue ; 
Publisher: Kluwer Academic Publishers 

Additional Information: full citation, abstract, ne'ea?: 
terrrjs 



Full text available: || Pgr (230.41 KB) • 
Bibliometrics: Downloads (6 Weeks): 6, Downloads (12 Months): 55, Citation ( 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



Results (page 1): (channel and hopping and packet) 



Page 2 of 6 



Pure end-to-end error recovery fails as a general solution to optimize th 
wireless links form parts of the end-to-end path. It can lead to decrease 
throughput, an unfair load on best-effort networks, and a waste of valu; 



Keywords: TCP, flow differentiation, link ARQ persistency, wireless 

4 Performance of a new Bluetooth scattemet. formation protocol 

* \, An;,? ; : K. , , Kai-Yeung Siu 

v October 2001 MobiHoc "01 : Proceedings of the 2nd ACM international sym| 
ad hoc networking & computing 
Publisher: ACM 

Full text available: || Pd? (1.50 MB) Additional Information tu ^ * ,t >, tost act, 
Bibliometrics: Downloads (6 Weeks): 8, Downloads (12 Months): 55, Citation ( 

A Bluetooth ad hoc network can be formed by interconnecting piconets 
The constraints and properties of Bluetooth scatternets present special i 
forming an ad hoc network efficiently. In this paper, we evaluate the pe 



Keywords: Bluetooth, ad hoc networks, resource discovery, topology c 

5 Optimal channel assignment strategies for forced c* , - N> \ 

March 2000 Mobile Networks and Applications , Volume 5 issue 1 
Publisher: Kluwer Academic Publishers 

Full text available: -g Peg (162.99 KB) Additional Information: Oh citation, abstract, referer 
Bibliometrics: Downloads (6 Weeks): 0, Downloads (12 Months): 8, Citation C 

To provide an acceptable call blocking probability in circuit-switched cell 
such as the Advanced Mobile Phone System (AMPS) networks, a signific 
channel capacity in each cell is normally unused. This "free" ... 

6 u • ) , v v eo communication ovo 
G. a rOeuQopo:, R H M. Hafez 

June 1998 Mobile Networks and Applications , volume 3 issue 1 

Publisher: Kluwer Academic Publishers 

Full text available: ^ Pd? (977.91 KB) Additional Information: O . • .y , — 
Bibliometrics: Downloads (6 Weeks): 8, Downloads (12 Months): 36, Citation ( 

Video transmission over wireless packet networks is gaining importance 
concept of universal personal communication. Further, it is considered a 
towards wireless multimedia. The challenge however is to achieve good 

7 Admiss in-comroi policies o \ c^o s . ^ v 
Craig M. Barnhart, Jeffrey E. Wieseknser, Anthony Eonrernidss 
December 1995 Wireless Networks , volume 1 issue 4 
Publisher: Kluwer Academic Publishers 

Full text available: g Pal (1.40 MB) Additional Information: h> citator:, abs.iraci, * , 
Bibliometrics: Downloads (6 Weeks): 0, Downloads (12 Months): 18, Citation ( 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



Results (page 1): (channel and hopping and packet) 



Page 3 of 6 



In this paper, we investigate the admission-control problem for voice in 
circuit-switched wireless networks. We consider coordinate-convex adm 
policies and a "blocked-calls-cleared" mode of operation, in ... 

8 The w o :-: Ne; 

Dennis. Foxier 

August 1997 netWorker . volume 1 issue 2 
Publisher: ACM 

Full text available: fgPdf (566.06 KB) Additional Information: MMon, r^ices, clte< 
Bibliometrics: Downloads (6 Weeks): 2, Downloads (12 Months): 46, Citation ( 



Zvg-r: j. Haas, Ben Lang 

April 1999 I EEE/ ACM Transactions on Networking (TON) Volume 7 Issue 
Publisher: IEEE Press 

Full text available: "gPdf (258.18 KB) Additional Information: ■ ,\ , , 

Bibliometrics: Downloads (6 Weeks): 9, Downloads (12 Months): 53, Citation ( 



Keywords: Ad hoc network, balanced incomplete block design, data dis 
mobility management, quorum system, reconfigurable wireless network 
system 

10 Editor jaj 

A. K. SaiKiiru'i^, •? Oi '.srs- p T. Mathiopgyjas 

March 2000 Mobile Networks and Applications , Volume 5 issue 1 

Publisher: Kluwer Academic Publishers 

Full text available: Q P«f (35.37 KB) Additional Information: full citation, index terms 
Bibliometrics: Downloads (6 Weeks): 1 , Downloads (12 Months): 3, Citation C 



11 PoweLcpntro! based .QQS.prgyjMQninjg.for m-jV - c - v N - 

January 2002 Wireless Networks , volume 8 issue 1 
Publisher: Kluwer Academic Publishers 

Full text available: ■gJRIi (247.47 KB) Additional Information: \ citation, - .u-i, 
Bibliometrics: Downloads (6 Weeks): 12, Downloads (12 Months): 56, Citation 



Third generation wireless communication systems will support multimec 
will be the common air interface technology. Due to the interference lim 
CDMA, power is the main resource of the network, and power control is 



Keywords: WCDMA, power control, wireless QoS 

12 5 3 xn cements 

^September 2002 MSWiM '02: Proceedings of the 5th ACM international wor 
Modeling analysis and simulation of wireless and mobile sy 

Publisher: ACM 

Full text available: Additional Information: full citation, abstract, refers? 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



Results (page 1): (channel and hopping and packet) 



Page 4 of 6 



■gpdf (207.35 KB) terms 
Bibliometrics: Downloads (6 Weeks): 10, Downloads (12 Months): 66, Citation 

Wireless mobile ad hoc stations have limited battery capacity. Hence, a< 
protocols ought to be energy conservative. However, The simulation stu 
for table-driven and on-demand ad hoc routing protocols fall short of ex 



Keywords: IEEE 802.11, MAC, PLCP, energy conservation, wireless ad 

13 " n n ^ ; 

Wu-i hi 

August 2002 I EEE/ ACM Transactions on Networking (TON) . Volume io i 
Publisher: IEEE Press 

Full text available: ^Pdf (729.74 KB) Additional Information 

Bibliometrics: Downloads (6 Weeks): 20, Downloads (12 Months): 79, Citation 

In order to stem the increasing packet loss rates caused by an exponen 
network traffic, the ietf has been considering the deployment of active c 
management techniques such as Red [14] . While active queue manager 



Keywords: congestion control, fair queue, networks, queue manageme 

14 ysing_chaj¥iej_st^ sc ^ N , oto \. o N 
wireLessLANs 

Pravin Bhagwat, Partha bhattacharya, Arvina Knsh^a, Satish K. Tnpathi 
March 1997 Wireless Networks , Volume 3 issue 1 
Publisher: Kluwer Academic Publishers 

Full text available: ffrPrf? (541.97 KB) Additional Information: M citato*, abynjet. 

terms 

Bibliometrics: Downloads (6 Weeks): 5, Downloads (12 Months): 43, Citation ( 

In recent years, a variety of mobile computers equipped with wireless c 
devices have become popular. These computers use applications and pr 
developed for wired desktop hosts, to communicate over wireless chanr 

15 ss es c ommunication systems 

Erich U;U 

February 1998 Wireless Networks , volume 4 issue 2 
Publisher: Kluwer Academic Publishers 

Full text available: «Pdf (742.57 KB) Additional Information \. - / • ^, 
Bibliometrics: Downloads (6 Weeks): 25, Downloads (12 Months): 147, Citatio 

In the paper various issues in personal satellite communications are adc 
geostationary and non-geostationary satellite constellations are conside 
narrowband and wideband characterization of the mobile satellite chann 



Defending wireiess infrastructure against the challenge of DDoS a;'s 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



Results (page 1): (channel and hopping and packet) 



Page 5 of 6 



X^niun Geng, Yun Huang, Andrew 8. Winston 

June 2002 Mobile Networks and Applications Volume 7 issue 3 

Publisher: Kluwer Academic Publishers 

Full text available: WPjJf (313.57 KB) Additional Information f : y.ma, 

m terms 
Bibliometrics: Downloads (6 Weeks): 18, Downloads (12 Months): 145, Citatio 

This paper addresses possible Distributed Denial-of-Service (DDoS) atts 
wireless Internet including the Wireless Extended Internet, the Wireless 
and the Wireless Ad Hoc network. We propose a conceptual model for d 



Keywords: DDoS attack, PBN, wireless ad hoc network, wireless exten 
wireless infrastructure, wireless portal network 

17 N ^ , ^ n , , n N ^ antennas In mobile a 

^ Ta;< si, Jay Ma rtj Rajiv e. Bsgrocua, MeasJ3_eQ. 

^June 2002 MobiHoc '02 : Proceedings of the 3rd ACM international sympos 
hoc networking & computing 
Publisher: ACM 

Full text available: f|PcS_f (1 .24 MB) Additional Information: iii;; citation, abstract, eferer 



Bibliometrics: Downloads (6 Weeks): 10, Downloads (12 Months): 103, Citatio 

This paper presents a new carrier sensing mechanism called DVCS (Dire 
Carrier Sensing) for wireless communication using directional antennas, 
require specific antenna configurations or external devices. Instead it or 



Keywords: I EEE 802.1 1 , carrier sensing, directional antenna systems, 
control, mobile ad hoc networks 

18 TETRA radjo. pMormance. evaluated v v\ i >o e N x \ v N % 

March 2000 Mobile Networks and Applications , Volume 5 issue 1 
Publisher: Kluwer Academic Publishers 

Full text available: "g Par (429.08 KB) Additional Information \ abstr set, refers: 

Bibliometrics: Downloads (6 Weeks): 8, Downloads (12 Months): 37, Citation ( 

TETRA (TErrestrial Trunked RAdio) is a digital mobile radio standard for 
transmission. It aims at satisfying the growing request of applications a 
coming from professional users and emergency services. The system ha 

19 ^ 0 a ^ . x 

^September 2002 WSNA '02: Proceedings of the 1st ACM international work 
sensor networks and applications 

Publisher: ACM 

Full text available: m Pdf (230.05 KB) Additional Information: \ cftatert. abstract, • . 
m terms 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 60, Citation ( 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



Results (page 1): (channel and hopping and packet) 



Page 6 of 6 



Monitoring wide, hostile areas requires disseminating data between fixe 
clusters of sensor nodes. It is not always possible to install long-range r 
cover the whole area. We propose to leverage the movement of mobile 



Keywords: bluetooth, epidemic replication, smart-tags 

v October 2001 MobiHoc "01 : Proceedings of the 2nd ACM international sym| 
ad hoc networking & computing 
Publisher: ACM 

Full text available: f| Pdx (21 8.47 KB) Additional Information: Motion, abstract, referer 
Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 56, Citation ( 

The emergence of Bluetooth as a default radio interface allows handhek 
rapidly interconnected into ad hoc networks. Bluetooth allows large nurr 
to form a scatternet using designated nodes that participate in multiple 



Keywords: Bluetooth, inter-piconet communication, scatternet, schedu 

Result page: 1 2 I 



The ACM Portal is published by the Association for Computing Machinery. Copyright © 2009 ACM, Inc. 

Terrns oMj;;;sgo Privacy Policy Code or Rh:cs Contac;;. Us 

Useful downloads: "H V , ^ ^ V O ® 



Lacm.org/results.cfm?CFID=31361606&CFTOKEN=99933944&adv=lcS:COLL=... 



4/21/09 



